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InduSmart®

PRODUCT FEATURES
•	 The InduSmart® Panel PC BlackLine is an industrial PC for use on 

machines and systems for process data visualisation. It is based 
on an x86 controller and is therefore suitable for Windows and 
Linux. This makes a wide range of applications available to the 
user.

•	 The panel PC is available in 21.5“ and 18.5“ size. It is based on a 
modular concept and has a robust fanless metal housing, which 
makes it suitable for use even in harsher environments.

•	 The large projected capacitive touch screen enables contem-
porary operation. Due to a VESA mounting, the panel can be used 

almost anywhere.
•	 It features a customisable illuminated capacitive button bar 

below the display. This bar includes 6 buttons and an NFC module 
as standard.

•	 WIFI, Emergency-Power-Off and logo printing are available as 
options.

•	 A power supply of 24V DC 100W is required for operation. Sup-
plied without power supply unit. A Phoenix MSTB 2.5/2-STF plug 
connector is included. 

InduSmart® Panel-PC BlackLine

Photos show IPBK001, 
IPBK003



Re
v 

Da
te

 0
4-

Ju
ni

-2
02

6

GETT Gerätetechnik GmbH

Mittlerer Ring 1 | 08233 Treuen | Germany
Tel: 	 +49 37468 660-0
Fax:	 +49 37468 660-066
E-Mail:	 info@gett-group.com
Internet:	 www.gett-group.com

Gett North America LLC

E-Mail:	 info@gett-na.com
Internet:	 www.gett-na.com

Gett Asia Ltd.

E-Mail:	 info@gett-asia.com
Internet:	 www.gett-asia.com gett-group.com

InduSmart®

Modifications at an all-inclusive price:
•	 Emergency-Power-Off / Emergency-Stop button (installed emergency power off/

emergency stop button in the control panel)
•	 WIFI (installed WIFI module incl. 2 antennas)
•	 Print modifications to the control bar (customer logo, specific key symbols)
•	 Modifications to the control bar (button colours, codes, timings)

Modifications according to effort:
•	 Other interfaces of the push-button module USB joystick buttons, USB command 

interface bidirectional, switching outputs

ADAPTATION OPTIONS

•	 Other functions and modules can be realised on request and after technical approval

Emergency-Off WIFI

Art.no. Name of modification Description
IPRK005 Technische Modifikationen  Bedienleiste Touch-Panel PC Key illumination colours, codes, timings
IPRK006 Printmodifikationen 1-farbig Bedienleiste Touch-Panel PC Key symbols WxH 28 x 28 mm, custom logo max. WxH 60 x 40 mm
IPRK007 Printmodifikationen 2-farbig Bedienleiste Touch-Panel PC Key symbols WxH 28 x 28 mm, custom logo max. WxH 60 x 40 mm
IPRK008 Printmodifikationen 3-farbig Bedienleiste Touch-Panel PC Key symbols WxH 28 x 28 mm, custom logo max. WxH 60 x 40 mm
IPRK009 Printmodifikationen 4-farbig Bedienleiste Touch-Panel PC Key symbols WxH 28 x 28 mm, custom logo max. WxH 60 x 40 mm
IPRK010 Printmodifikationen 5-farbig Bedienleiste Touch-Panel PC Key symbols WxH 28 x 28 mm, custom logo max. WxH 60 x 40 mm

ORDER INFORMATION
Art.no. Product name  Processor Display size
IPBK003 InduSmart Panel-PC BlackLine 21,5“ Intel Celeron Intel Celeron 21,5“
IPBK005 InduSmart Panel-PC BlackLine 21,5“ Intel Celeron_Not-Aus Intel Celeron 21,5“
IPBK010 InduSmart Panel-PC BlackLine 21,5“ Intel Celeron_Not-Aus_WLAN Intel Celeron 21,5“
IPBK009 InduSmart Panel-PC BlackLine 21,5“ Intel Celeron_WLAN Intel Celeron 21,5“
IPBK001 InduSmart Panel-PC BlackLine 21,5“ Intel Core i5 Intel Core i5 21,5“
IPBK006 InduSmart Panel-PC BlackLine 21,5“ Intel Core i5_Not-Aus Intel Core i5 21,5“
IPBK008 InduSmart Panel-PC BlackLine 21,5“ Intel Core i5_Not-Aus_WLAN Intel Core i5 21,5“
IPBK007 InduSmart Panel-PC BlackLine 21,5“ Intel Core i5_WLAN Intel Core i5 21,5“
IPBK004 InduSmart Panel-PC BlackLine 18,5“ Intel Celeron Intel Celeron 18,5“
IPBK014 InduSmart Panel-PC BlackLine 18,5“ Intel Celeron_Not-Aus Intel Celeron 18,5“
IPBK016 InduSmart Panel-PC BlackLine 18,5“ Intel Celeron_Not-Aus_WLAN Intel Celeron 18,5“
IPBK015 InduSmart Panel-PC BlackLine 18,5“ Intel Celeron_WLAN Intel Celeron 18,5“
IPBK002 InduSmart Panel-PC BlackLine 18,5“ Intel Core i5 Intel Core i5 18,5“
IPBK011 InduSmart Panel-PC BlackLine 18,5“ Intel Core i5_Not-Aus Intel Core i5 18,5“
IPBK013 InduSmart Panel-PC BlackLine 18,5“ Intel Core i5_Not-Aus_WLAN Intel Core i5 18,5“
IPBK012 InduSmart Panel-PC BlackLine 18,5“ Intel Core i5_WLAN Intel Core i5 18,5“
Other layouts, configurations and interfaces on request.

VESA Mounting Touch screen x86 Processor IP65 (front side) Modular design RFID: NFC Made in Germany



SYSTEM: BlackLine 21,5“ BlackLine 18,5“
CPU: Core i5 8th Gen Intel® CoreTM i5-8365UE (1.6GHz/4.1GHz)
 Celeron Intel® Celeron® 4305UE (2.0GHz)
System memory (RAM): 8GB DDR4 2400MHz, DDR4-2400 SO-DIMM
Storage (SSD): SSD 128GB 
Operating system: Windows10 Pro (11)
Interfaces:  4 x USB-A (USB3.0),  1 x USB-C (USB3.1),  2 x Ethernet,  1 x Displayport,  1 x Serial
WIFI: optional
RFID: Smart Card Interface: ISO 14443 A/B, MIFARE, FeliCa, NFC
Emergency-OFF: optional
Cooling: fanless
TOUCH DISPLAY: BlackLine 21,5“ BlackLine 18,5“
Size: 21,5“ 18,5“
Resolution: 1920 x 1080 FullHD
Display technology: TFT
Brightness: 300 cd/m²
Background lighting: LED
Contrast ratio: 3000:1
Lighting lifetime: 50,000 h
Viewing angle: horizontal: 89°/ 89° vertical: 89°/ 89°
Touch technology: PCAP/ 10 point multi touch
Surface hardness: 6 H
Antiglare: optional

SPECIFICATION

MECHANICAL DATA: BlackLine 21,5“ BlackLine 18,5“
Dimensions W x H x D: 540 x 407 x 92 mm 466 x 352 x 92 mm
Weight: 10 kg 8,5 kg
Materials: Glass, Aluminium, Steel
Mounting: VESA grid 100 x 100 mm; screwing bolts M5x13
Cable connection block: 8 x Cable screwing system icotek KEL-Quick-E4, mounted, with a stopper, 2xQT4, 2xQT5, 2xQT6, 2xQT7
ELECTRICAL DATA: BlackLine 21,5“ BlackLine 18,5“
Power max.: 100 W
Voltage: 24 V DC
Connector: 2pin Phoenix Contact MSTB 2,5/2-STF (included)
ENVIRONMENTAL CONDITIONS: BlackLine 21,5“ BlackLine 18,5“
IP Protection grade: Front side: IP65 / Rear side: IP54
IK Class, front (glass 2mm): IK07
Operating temperature: 0 °C to 50 °C
Storage temperature: -10 °C to 70 °C
Relative humidity: 95% non-condensing
DECLARATIONS AND CERTIFICATES: BlackLine 21,5“ BlackLine 18,5“
Certificates: EU:  CE marking, EU conformity declaration

USA:  FCC Part 15, Subpart B Class A (with RF Subpart C and E)

EMC and electrical standards: EU:  EMC >IT<: EN 55032/55035 / EMC >RF<: RED EN 301 489-1/-17
Safety:   EN/IEC 62368-1

Material declaration: RoHS, REACH

OTHER: BlackLine 21,5“ BlackLine 18,5“
Accessories included: Manual, power supply<connector
Warranty: 2 years
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Changes and errors reserved.
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Changes and errors reserved.

ELECTRICAL CONNECTIONS

Voltage supply: 
1 x MSTB 2,5/2-STF PCB socket

Serial output COM1: 1 x RS-232/422/485

USB: 4 x USB 3.0 Type A

Ethernet: 2 x RJ45 GbE LAN

Second screen: 1 x Display Port

USB: 1 x USB 3.1 Type C

External Emergency-Stop: 
1 x MSTB 2,5/4-STF PCB socket
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DIMENSIONAL DRAWING 21.5“ PANEL-PC
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CAD-Zeichnung darf nicht manuell geändert werden.
CAD drawing may not be changed manually.

Weitergabe sowie Vervielfältigung, Verbreitung und/oder Bearbeitung dieses Dokumentes, Verwertung und Mitteilung seines Inhaltes sind verboten, 
soweit nicht ausdrücklich gestattet. Zuwiderhandlungen verpflichten zu Schadensersatz. Alle Rechte für den Fall der Patenterteilung, 
Gebrauchsmuster- oder Geschmacksmustereintragung vorbehalten.

The reproduction, distribution and utilization of this document as well as the communication of its contents to 
others without express authorization is prohibited. Offenders will be held liable for the payment of damages. 
All rights reserved in the event of the grant of a patent, utility model or design.

Materialkonformität gemäß: MCG GETT.pdf
Material conformity exists: MCG GETT.pdf
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