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INDUSTRIAL KEYBOARDS
WITH  SHORT TRAVEL KEYS

PRODUCT FEATURES

*EP-Version

•	 Panel mount version with reserve side threaded bolts
•	 Excellent tactile feedback
•	 Key relief printing

•	 Chemical, abrasion and scratch resistant frontsheet
•	 Resistant against dirt, dust and liquids (IP65)
•	 Frontplate alternatively with edge protection (EP)

Number of keys:	 105
Mounting type:	 front panel with threaded bolts
Front panel material:	 aluminium
Keyswitch technology:	 short travel keys
Switching cycles:	 approx. 3 mill. (per key)
Operating force:	 2.6 N
Switch travel:	 0.3 mm
Protection level:	 IP65 (frontside)
Interfaces:	 USB
USB compatibility:	 complies with USB 2.0

Operating temperature:		  -25 °C to +70 °C
Storage temperature:		  -25 °C to +80 °C
Dimensions:		  482,6 x 177,8 x 23 mm
Dimensions (with EP):		  482,6 x 177,8 x 23.1 mm
Compliance:		
  --  Europe:		  CE
  --  Global:		  REACH, 
		  RohS self-declaration 
Weight:		  1200 g

Cat.No.  Product description Interface Layout
KS18272 TKS-105c-MODUL-USB-DE USB German
KS18273 TKS-105c-MODUL-USB-US USB US
KS18363 TKS-105c-MODUL-EP-USB-DE  with Edge Protection USB German
KS18364 TKS-105c-MODUL-EP-USB-US  with Edge Protection USB US
ACCESSORIES AND SUPPLEMENTARY PRODUCTS
KY02000 TKS-105a-MODUL-SCHABLONE Template for marking external dimensions, cut-out and drill holes
Other language versions / interfaces / configurations available on request.

TKS-105c-MODUL and EP*

TECHNICAL DATA

*As a special feature, the EP version offers a deep milled front panel with a peripheral edge for optimum protection of the foil edge.
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TKS_105a-MODUL-1

Gezeichnet

Geprüft

Datum
Name

29.09.2011
04.01.2012

A.Zeeh
A.Zeeh

GETT Gerätetechnik GmbH
Mittlerer Ring 1
D-08233 Treuen
Tel. 037468/660-0; Fax. -66

Maßstab:          (bei A2)
Rohmaterial:
Materialdicke:

Freimaßtoleranz
DIN ISO 2768
T1-
T2-

Oberfläche

EN AW
-5754 0/H 111

 

Maße

  

TKS-105a-MODUL

 

Masse:
-

 

Maßeinheit
mm

Schutzvermerk ISO 16016
beachten

482,6

177,8

23,0

4,9

2,9

M3

7,5

150,0

75,0

110,0

438,0

292,0

146,06,5

33,9

18,8

220,0 22,3

6,5
13,9

TECHNICAL DRAWING (in mm)
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TECHNICAL DRAWING - with EP (in mm)
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TKS-105b-MODUL-1

Gezeichnet

Geprüft

Datum
Name

30.09.2011
04.01.2012

A.Zeeh
A.Zeeh

GETT Gerätetechnik GmbH
Mittlerer Ring 1
D-08233 Treuen
Tel. 037468/660-0; Fax. -66

Maßstab:          (bei A2)
Rohmaterial:
Materialdicke:

Freimaßtoleranz
DIN ISO 2768
T1-
T2-

Oberfläche

EN AW
-5754 0/H 111

1:2

Maße

  

TKS-105b-MODUL

 

Masse:
-

 

Maßeinheit
mm

Schutzvermerk ISO 16016
beachten 482,6

177,8

1,5 X 45°

3,0

5,0

23,1

7,5

M3

150,0

445,0

18,8

13,9

438,0

292,0

146,0

110,0
33,9

6,5

6,5

22,3

75,0

220,0


