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•	 Ergonomical functionality with two mouse buttons and three scroll buttons
•	 Symmetrical shaped silicone housing - suited for right and left hand operation
•	 IP68 Silicone mouse with fully water and dustproof housing
• 	 Optical sensor with a resolution of 1000 dpi 
• 	 With plastic base plate white or black  
• 	 Easy to clean and to disinfect
•	 Silicone cap to protect the USB plug against splash water during cleaning
•	 Additional certifications:
	 	   - Medical-standard EMC certification: EN 60601-1-2 Edition 4 
	 	   - Industry-standard EMC certification: EN IEC 61000-6-4 (emission standard) and EN IEC 61000-6-2 (immunity)

PRODUCT PROPERTIES

TKH-MOUSE-GCQ-PR-IP68-WHITE/BLACK-USB
PRIMEMOUSE

SPECIFICATION

Order No.  Product Name  Housing colour Base plate
KH29213 TKH-MOUSE-GCQ-PR-IP68-WHITE-USB white Plastic, white
KH29214 TKH-MOUSE-GCQ-PR-IP68-BLACK-USB black Plastic, black
Andere Konfigurationen und Schnittstellen auf Anfrage. 

GENERAL
Number of keys: 2 + 3 Scroll buttons
Operating force: 1.5 +/- 0.5 N 
Keyswitch lifetime: 2 mill. operations
Housing, upper part: Silicone white/black
Base plate: ABS plastic white/black
Scanning: Optical
Resolution: 1000 dpi
Scroll function: Click scroll 
Protection level: IP68
Interface: USB2.0
Cable, length: 1,8 m, with USB cap

Operating temperature: -0 °C to 55 °C
Storage temperature: -10 °C to 60 °C
Dimensions: (L)112 x (W)71.6 x (H)34.5 mm 
Weight: 165 g +/-2 g   
OS: all USB2.0 compatible OS 
Compliance:
  --  Europe: CE
  --  USA/Canada: FCC (class B, part 15)
  --  Global: REACH, 

RoHS self declaration


